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1. Änderung: Schaltplan ergänzt

2. Änderung:Gehäuse geändert W06153c

3. Änderung:

Ziegler MC 704-H-G 12/24V

ehb4752h

MC704-HG_A_ehb4752h_ehb.dsf

30.01.06

Software: 
704ISUR2.hex S02057 
 Ausgang 1 ETR 
Ausgang 2 Vorglühen 10s Nachglühen =Kl.50  
Vorglühanzeige LED 5, leuchtet 10s 
Öldruck NC abstellend 
Generator NC abstellend 
Temperatur NO abstellend 
Diverses NO ohne Funktion 
 

Hardware: 
MC 704-H Rev. 2.1 ehb4690-2c, (Leiterplatte) 
 Jumper gebrückt: 
J1A J2B J3 J4 
 

Zubehör: 
Federleiste, 8pol. M10146 
Zündschlüssel, 2 Stück  
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Achtung: 
Alle Induktivitäten (z.B. Hubmagnet)

müssen mit einer Entstördiode 
(z.B. 1N4007) versehen werden !

Die angegebenen Kabelfarben
beziehen sich auf Geräte mit 
serienmäßigem Kabelbaum.
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Vor dem Arbeiten an der elektrischen Anlage, bitte Batterie abklemmen.

Schaltplan
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Attention: 
All Inductances (as Solenoids)
must be provide with a Diode 

(for example: 1N4007)
The spezified colors for Cabels are for 

units with serial harness..

open enclosure, 
view on the backside
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Please disconnect battery before working at the electric device.

The wire colors shown refer to devices with standard wiring harness.
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Motorüberwachung MC 704-H
Software: S02057.hex
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